
圆锥滚子轴承主要用以承受以径向与轴联合载荷。外圈可分离，组装容易。在安装和使用过程中可以调节轴向游隙，也可以预过盈安装。我公司可提供以下型号圆锥滚子轴承：

30200系列：30204/30205/30206/30207/30208/30209/30210/30211/30212/30213/30214/30215/30216/30217/30218/30219/30220/30221/30222/30224/30226/30228/30230

30300系列：
30303/30304/30305/30306/30307/30308/30309/30310/30311/30312/30313/30314/30315/30316/30317/30318/30319/30320/30321/30322/30324/30326/30328/30330 

32200系列：
32206/32207/32208/32209/32210/32211/32212/32213/32214/32215/32216/32217/32218/32219/32220/32221/32222/32224/32226/32228/32230 

32300系列：
32303/32304/32305/32306/32307/32308/32030932310/32311/32312/32313/32314/32315/32316/32317/32318/32319/32320/32321/32322/32324/32326

 32000系列：
32010/32011/32012/32013/32014/32015/32016/32017/32018/32019/32020/32021/32022//32024/32026/32028/32030 

31300系列：
31309/31310/31311/31312/31313/31314/31315

非标系列：
33113X2/30615/33216X2/30619以及各种非标、异性轴承，均可生产，可按图纸样品加工定做。
临清中瑞德轴承有限公司，http://www.zhongruide-bearing.com

可按图纸生产加工各种轴承及配件

英文版
Tapered roller bearing main to bear radial and axial load in joint. Their cups are separable for easy assembling. In the process of installation and use of axial clearance can be adjusted and preloaded mounting can be made.
 Our company can provide the following type Tapered roller bearings:

the30200series：
30204/30205/30206/30207/30208/30209/30210/30211/30212/30213/30214/30215/30216/30217/30218/30219/30220/30221/30222/30224/30226/30228/30230

the30300series：
30303/30304/30305/30306/30307/30308/30309/30310/30311/30312/30313/30314/30315/30316/30317/30318/30319/30320/30321/30322/30324/30326/30328/30330 

the32200series：
32206/32207/32208/32209/32210/32211/32212/32213/32214/32215/32216/32217/32218/32219/32220/32221/32222/32224/32226/32228/32230 

the32300series：

32303/32304/32305/32306/32307/32308/32030932310/32311/32312/32313/32314/32315/32316/32317/32318/32319/32320/32321/32322/32324/32326

the32000series：
32010/32011/32012/32013/32014/32015/32016/32017/32018/32019/32020/32021/32022//32024/32026/32028/32030 

the31300series：

31309/31310/31311/31312/31313/31314/31315

Non-standard series：
33113X2/30615/33216X2/30619And various non-standard, heterosexual bearing, all can production, can sample processing customized according to the drawing.

