
ZF系列全自动氩弧（等离子）直缝焊机
ZF Series Automatic Argon Arc (Plasma) Straight Seam Welding Machine
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1. 全自动氩弧（等离子）直缝焊机主要由特殊设计的直缝机械自动化部分和标准配置的电源
部分

2. 根据材料的不同焊接要求，机械自动化部分可采用平板式压紧机构或琴键式铜材压紧机

构，分别提供均匀稳定的工作夹持和冷却效果。

3. 标准电源部分包括：TIG（钨极气体保护电弧焊），MIG（熔化极惰性气体保护电弧焊），

MAG（熔化极活性气体保护电弧焊）SAW（埋弧焊，PAW（等离子焊）等等。可配备的由

我公司制造的高品质高质量标准电源，同时客户也可以选用其他知名品牌的电源，通用性非常强

4. 机械自动化部分采用PLC整体控制，直流电机驱动，实现焊接速度无极可调和标准电源

部分协同工作。
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配备不同焊缝背面保护衬套和成型槽，以保证提供稳定的气体保护和确保达到单面焊接双面

成型的完美效果

6. 该设备主要用于不锈钢、铁、铝、黄铜等各种金属的圆筒、拼板的高质量、低变形的直线

性自动焊接

7. 与传统手工焊接方式相比，焊接效率高，焊接质量一致好。

主要功能与应用
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Main Features and Applications





型号  Model


项目Item�
ZF-300�
ZF-500�
ZF-800�
ZF1000�
ZF-1200�
ZF-1500�
ZF-2000�
�
输入电压 Input voltage�
220V/380V/440V/480V, 50/60Hz�
�
最大焊接长度(mm) Max welding length�
320mm�
500mm�
800mm�
1000mm�
1200mm�
1500mm�
2000mm�
�
工件直径 (mm) Workpiece diameter�
48-800mm�
60-800mm�
76-800mm�
85-800mm�
98-800mm�
115-800mm�
150-960mm�
�
适用厚度 Workpiece thickness�
0.3-3mm�
0.4-3mm�
�
焊接速度  Welding Speed�
300-2000mm/min�
�






主要技术参数 Main Technical Parameter





Automatic Argon Arc(Plasma) Straight Seam Welding Machine mainly includes two parts: specially designed Straight Seam Automatic Machinery Part and Standard Welding Source Part


According to different welding requirement of various materials , the Automatic Straight Seam Machinery Part can be designed into two kinds : Plate Type pressing Mechanism and Keyboard Type Copper Pressing Mechanism, to get the regular and stable clamping and cooling effect.


Standard welding Source Part includes TIG(tungsten inert gas shielded arc welding), MIG(metal inert gas shielded arc welding) MAG(metal active gas arc welding) SAW(submerged arc welding)PAW(plasma arc welding),etc, Automatic Machinery Part can be equipped by the standard welding source manufactured by our company , can also work with other well-known brands of welding power 


Automatic Machinery Part is adopted PLC control, DC motor drive has stepless adjustable welding speed and interfaces with any power source .


Weld Seam back up design has a groove to form a weld on the bottom of a welded plate and provide consistent gas flow to the back of the weld, to assure the stable gas shield and ensure double-side forming in single side welding.


Automatic Straight Seam welding Machine is mainly used for the high quality and low distortion automatic straight welding, such as metallic cylinders and aligned plates made with stainless steel , iron , aluminum and brass, etc.


Compared with the traditional manual welding way , high welding efficiency and speed, well welding quality and good consistency











