n | BASF Certificate of Analysis

We create chemistry BASF SE

Please note that the certificates of analysis are also conveniently available on your BASF online portal.
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Inspection Certificate 3.1 according to EN 10204
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Production date (mm/yyyy): 12/2023 Expiry date (mm/yyyy): 12/2025
Pruefmerkmal Pruefmethode Pruefergebnis Pruefspezifikation
Spec. characteristic Test method Test result Specification

Lieferform visuell entspricht
Appearance visual fulfilled
pH-Wert original ASTM D 1287 6,1

pH-Value undiluted

Wassergehalt DIN 51 777 Teil 1 49,3 Gew.-%
Water content part 1 Wt.-%
Dichte, 20 Grad C DIN 51 757 Verf.3 1,065 g/mL
Density, 20 deg C proc.3

Elektr. Leitfahigkeit, 25°C ASTM D 1125-95 1,8 pS/cm

Electr. conductivity, 25deg

BASF SE

The aforementioned data shall constitute the agreed contractual quality of the product at the time of passing of risk. The data are controlled at regular intervals as
part of our quality assurance program. Neither these data nor the properties of product specimens shall imply any legally binding guarantee of certain properties
or of fitness for a specific purpose. No liability of ours can be derived therefrom.
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