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Sawed Object

2011457 BiTHKERMT

The terrazzo floor in Jiangsu Province built in July, 2011

AR (Pe32.5) @ Ak (10-15mm)  1:2.2 gERSE : 7%
BEHIFE : 8-1lmm

The ratio between Cement(Pc32.5) and Stone (10-15mm) is 1:2.2.
Cured Period: 7days Grinding Depth:8-11mm
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Product

EER (2W) AR (2) MUMEE (277 )
Common(Abnormal) Type Sharp(Abnormal) Type Efficient and wear-resistant

(Abnormal) Type

EFIE

Grinding Speed 12.5m’h 18.3m’h 14.1m’/h
_
RS 1050m’ 700m* 1600m?

Life span
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Sawed Object
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The terrazzo floor in Shantou, GuangDong Province built in April, 2011

KRB (Pe525) :

(20-35mm ) 1:2

EEER[E : 15K EEHIIREE : 8-10mm

The ratio between Cement(Pc525) and Stone (20-35mm) is 1:2,

Cured Period: 15 days Grinding Depth:8-10mm
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Product

LB (R )

Common(Abnormal) Type

B#RE (BF)
Sharp(Abnormal) Type

BUMER (JE)

Efficient and wear-resistant
(Abnormal) Type

EFIE

2 2 2

il 8.7m’/h 16.3m’h 10.4m’/h
P

ERE® 1500m* 1100m* 2200m*

Life span





型号：粗磨、细磨、精磨、圆形、异型

名称：金刚石圆磨块

品牌：郑州嵩山

加工对象： 打磨石材，混凝土，水磨石、陶瓷等非金属材料。

加工工艺：冷压成形——热压烧结工艺

使用机器：250/350金刚石磨块机器。

嵩山金刚石磨块突出特点： 高速打磨石材、混凝土、水磨石、耐火材料，寿命长，（锋利耐用）、稳定性强，性价比高、使用效率高(可以达到国内同类产品的2-3倍的效率)等特点。

嵩山金刚石磨块规格：

嵩山金刚石粗磨块（圆形）12mm高；金刚石粒度40#-60#

嵩山金刚石细磨块（圆形）12mm高;金刚石粒度140#-170#

嵩山金刚石精磨块（圆形）12mm高；金刚石粒度325#-400#

嵩山金刚石粗磨块（异形）12mm高；金刚石粒度40#-60#

嵩山金刚石高效金刚石磨块（异形）14mm高；金刚石粒度35#-60#

嵩山金刚石高效金刚石磨块（圆形）14mm高；金刚石粒度35#-60#

嵩山金刚石磨块使用方法：加水打磨

嵩山金刚石磨块材质：金刚石

嵩山金刚石磨块产地：中国·郑州嵩山
